## Screw

<table>
<thead>
<tr>
<th>Metro#</th>
<th>Size</th>
<th>Pitch</th>
<th>Length</th>
<th>Note</th>
<th>Picture</th>
</tr>
</thead>
<tbody>
<tr>
<td>84-82168</td>
<td>M3</td>
<td>0.5</td>
<td>6.80</td>
<td>For Mitsuba NEW PMGR DE Housing</td>
<td></td>
</tr>
<tr>
<td>84-82003</td>
<td>M4</td>
<td>0.7</td>
<td>6.00</td>
<td>Phillips Slot Pan Head w/ Lock Washer</td>
<td><img src="image" alt="Phillips Slot Pan Head" /></td>
</tr>
<tr>
<td>84-82005</td>
<td>M4</td>
<td>0.7</td>
<td>6.00</td>
<td>Phillips Round Head</td>
<td><img src="image" alt="Phillips Round Head" /></td>
</tr>
<tr>
<td>84-82006</td>
<td>M4</td>
<td>0.7</td>
<td>18.00</td>
<td>Phillips Pan Head w/ Flat Washer and Lock Washer (Dog Point)</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82035</td>
<td>M4</td>
<td>0.7</td>
<td>19.00</td>
<td>Phillips Pan Head w/ Split Lock Washer, Flat Washer</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82007</td>
<td>M4</td>
<td>0.7</td>
<td>25.00</td>
<td>Phillips Pan Head w/ Lock Washer</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82008</td>
<td>M4</td>
<td>0.7</td>
<td>18.00</td>
<td>Phillips Pan Head w/ Lock Washer (Dog Point)</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82009</td>
<td>M4</td>
<td>0.7</td>
<td>25.00</td>
<td>Phillips Pan Head w/ 1 Flat Washer and 1 Lock Washer</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82022</td>
<td>M4</td>
<td>0.7</td>
<td>8.00</td>
<td>No Photo Available</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82023</td>
<td>M4</td>
<td>0.7</td>
<td>8.00</td>
<td>Phillips / Slotted Pan Head w/ Lock Washer</td>
<td><img src="image" alt="Phillips / Slotted Pan Head" /></td>
</tr>
<tr>
<td>84-82108</td>
<td>M4</td>
<td>0.7</td>
<td>6.00</td>
<td>Phillips Pan Head Screw -Relay Terminal</td>
<td><img src="image" alt="Phillips Pan Head Screw" /></td>
</tr>
<tr>
<td>84-82117</td>
<td>M4</td>
<td>0.7</td>
<td>10.00</td>
<td>Phillips / Slotted Pan Head w/ Lock Washer</td>
<td><img src="image" alt="Phillips / Slotted Pan Head" /></td>
</tr>
<tr>
<td>84-82117-D</td>
<td>M4</td>
<td>0.7</td>
<td>10.00</td>
<td>Phillips / Slotted Pan Head w/ Lock Washer, Dog Point</td>
<td><img src="image" alt="Phillips / Slotted Pan Head" /></td>
</tr>
<tr>
<td>84-82116</td>
<td>M4</td>
<td>0.7</td>
<td>11.00</td>
<td>Phillips Washer Head W/ O Ring, ND Brush Holder</td>
<td><img src="image" alt="Phillips Washer Head" /></td>
</tr>
<tr>
<td>84-82121</td>
<td>M4</td>
<td>0.7</td>
<td>12.00</td>
<td>Phillips Pan Head w/ Chamfer Point, Lock Washer</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82131</td>
<td>M4</td>
<td>0.7</td>
<td>12.00</td>
<td>Hex Head w/ Lock Washer</td>
<td><img src="image" alt="Hex Head" /></td>
</tr>
<tr>
<td>84-82131C</td>
<td>M4</td>
<td>0.7</td>
<td>12.00</td>
<td>Hex Head w/ Lock Washer, Chromed</td>
<td><img src="image" alt="Hex Head" /></td>
</tr>
<tr>
<td>84-82122</td>
<td>M4</td>
<td>0.7</td>
<td>16.00</td>
<td>Phillips Pan Head W/ Lock Washer</td>
<td><img src="image" alt="Phillips Pan Head" /></td>
</tr>
<tr>
<td>84-82032</td>
<td>M4</td>
<td>0.7</td>
<td>17.00</td>
<td>Screw Phillips Flat Head Bosch Alternator use</td>
<td><img src="image" alt="Screw" /></td>
</tr>
<tr>
<td>84-82048</td>
<td>M4</td>
<td>0.7</td>
<td>20.00</td>
<td>Screw</td>
<td><img src="image" alt="Screw" /></td>
</tr>
<tr>
<td>Code</td>
<td>Size</td>
<td>Thread</td>
<td>Price</td>
<td>Description</td>
<td></td>
</tr>
<tr>
<td>---------</td>
<td>------</td>
<td>--------</td>
<td>-------</td>
<td>-------------------------------------------------</td>
<td></td>
</tr>
<tr>
<td>84-82152</td>
<td>M4</td>
<td>0.7</td>
<td>21.90</td>
<td>Phillips Flat Head Bosch Alternator use</td>
<td></td>
</tr>
<tr>
<td>85-12000H</td>
<td>M4</td>
<td>0.7</td>
<td>23.00</td>
<td>External Torx Head w/ Flat Washer</td>
<td></td>
</tr>
<tr>
<td>84-82019</td>
<td>M4</td>
<td>0.7</td>
<td>29.40</td>
<td>Phillips Hex washer head</td>
<td></td>
</tr>
<tr>
<td>84-82014</td>
<td>M4.5</td>
<td>0.7</td>
<td>18.00</td>
<td>Phillips Hex Washer Head w/ Dog Point</td>
<td></td>
</tr>
<tr>
<td>84-82128</td>
<td>M5</td>
<td>0.8</td>
<td>6.00</td>
<td>Phillips Slotted Pan Head w/ Lock Washer</td>
<td></td>
</tr>
<tr>
<td>84-82012</td>
<td>M5</td>
<td>0.8</td>
<td>8.00</td>
<td>Hex Washer Head w/ Dog Point</td>
<td></td>
</tr>
<tr>
<td>84-82141</td>
<td>M5</td>
<td>0.8</td>
<td>9.50</td>
<td>Phillips Slotted Pan Head w/ Lock Washer</td>
<td></td>
</tr>
<tr>
<td>85-13020</td>
<td>M5</td>
<td>0.8</td>
<td>14.00</td>
<td>Hex Washer Head w/ Dog Point</td>
<td></td>
</tr>
<tr>
<td>84-82118</td>
<td>M5</td>
<td>0.8</td>
<td>14.00</td>
<td>Phillips Hex Head w/ Lock Washer</td>
<td></td>
</tr>
<tr>
<td>84-82507</td>
<td>M5</td>
<td>0.8</td>
<td>14.00</td>
<td>Phillips Slotted Pan Head w/ Lock Washer</td>
<td></td>
</tr>
<tr>
<td>84-82013</td>
<td>M5</td>
<td>0.8</td>
<td>15.00</td>
<td>Phillips Pan Washer Head w/ Chamfer</td>
<td></td>
</tr>
<tr>
<td>84-82015</td>
<td>M5</td>
<td>0.8</td>
<td>19.00</td>
<td>Phillips Pan Head w/ Flat Washer</td>
<td></td>
</tr>
<tr>
<td>84-82031</td>
<td>M5</td>
<td>0.8</td>
<td>19.00</td>
<td>Mitsubishi use Phillips Pan Head w/ Washer</td>
<td></td>
</tr>
<tr>
<td>84-82147</td>
<td>M5</td>
<td>0.8</td>
<td>22.00</td>
<td>Hex Head w/Dog Point</td>
<td></td>
</tr>
<tr>
<td>84-82144</td>
<td>M5</td>
<td>0.8</td>
<td>25.00</td>
<td>w/Dog point</td>
<td></td>
</tr>
<tr>
<td>85-13031</td>
<td>M6</td>
<td>1.0</td>
<td>20.00</td>
<td>Hex Washer Head w/ Serrated Flange</td>
<td></td>
</tr>
<tr>
<td>84-82146</td>
<td>M6</td>
<td>1.0</td>
<td>42.50</td>
<td>Phillips Pan Head w/Dog Point</td>
<td></td>
</tr>
<tr>
<td>84-14018</td>
<td>1/4-20</td>
<td>7/8</td>
<td></td>
<td>Hex Washer Head w/ Attached Flat Washer, Dog Point</td>
<td></td>
</tr>
<tr>
<td>84-15002</td>
<td>3/8-24</td>
<td>5/8</td>
<td></td>
<td>For Delco 10MT-50MT, SD300 Starter Field Case use</td>
<td></td>
</tr>
<tr>
<td>84-15003</td>
<td>7/16-14</td>
<td>5/8</td>
<td></td>
<td>Square Drive Head For Ford DD Starter Field Case use</td>
<td></td>
</tr>
<tr>
<td>Part Number</td>
<td>Size</td>
<td>Length</td>
<td>Price</td>
<td>Description</td>
<td></td>
</tr>
<tr>
<td>-------------</td>
<td>------</td>
<td>--------</td>
<td>-------</td>
<td>-------------</td>
<td></td>
</tr>
<tr>
<td>84-82123</td>
<td>M8</td>
<td>1.25</td>
<td>11.00</td>
<td>Pole Shoe Screw Phillips Flat Head</td>
<td></td>
</tr>
<tr>
<td>84-82148</td>
<td>M8</td>
<td>1.25</td>
<td>29.00</td>
<td>No Photo Available</td>
<td></td>
</tr>
<tr>
<td>84-82501</td>
<td>M10</td>
<td>1.50</td>
<td>9.00</td>
<td>Pole Shoe Screw Phillips Flat Head</td>
<td></td>
</tr>
<tr>
<td>84-82517</td>
<td>M10</td>
<td>1.50</td>
<td>9.00</td>
<td>Zinc Plated Pole Shoe Screw Phillips Flat Head</td>
<td></td>
</tr>
<tr>
<td>84-82156</td>
<td>M10</td>
<td>1.50</td>
<td>11.40</td>
<td>Pole Shoe Screw Phillips Flat Head</td>
<td></td>
</tr>
</tbody>
</table>